
 

Material: Steel 8620L
Casehardened 60-63RC

All Accurate Guide Pins are
available in three styles. 
When ordering please specify
part number and size. 
Example: A Standard Press Fit
Guide Pin 1" diameter by 31/2"
length is 71-GP-100-0350.
Unless otherwise specified
Guide Pins will be considered
Standard Press Fit.

Other lengths and sizes available upon request.

D P Style Part No.

Standard Press Fit Pins 71-GP

Standard Straight Pins 72-GP

Max + .012 Max + .012
When ordering Oversize Guide Pins,

73-GPspecify D and P dimensions.

± .0002

± .0002

+ .002
+ .0025

D = 3/4" D = 7/8"
X = 15/16 X = 13/16

3 075-0300
31/4 075-0325
31/2 075-0350 087-0350
33/4 075-0375 087-0375
4 075-0400 087-0400

41/4 075-0425 087-0425
41/2 075-0450 087-0450
43/4 075-0475 087-0475
5 075-0500 087-0500

51/4 075-0525 087-0525
51/2 075-0550 087-0550
53/4 075-0575 087-0575
6 075-0600 067-0600

61/2 075-0650 087-0650
7 075-0700 087-0700

71/2 075-0750 087-0750
8 075-0800 087-0800

81/2 075-0850 087-0850
9 075-0900 087-0900
10 075-1000 087-1000
11 075-1100 087-1100
12 075-1200 087-1200
13 075-1300 087-1300
14 075-1400 087-1400
15 075-1500 087-1500
16 075-1600 087-1600
17 087-1700
18 087-1800
20 087-2000
22
24
26

Length Size
Number

Size
Number

D = Slide Fit diameter

P = Press Fit diameter

X = Press Fit length 
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D = 1" D = 11/4" D = 11/2" D =13/4" D = 2" D = 21/2" D = 3"
X = 13/8 X = 17/16 X = 17/16 X = 111/16 X = 115/16 X = 23/8 X = 27/8

3
31/4

31/2 100-0350
33/4 100-0375
4 100-0400

41/4 100-0425
41/2 100-0450 125-0450 150-0450
43/4 100-0475 125-0475 150-0475
5 100-0500 125-0500 150-0500

51/4 100-0525 125-0525 150-0525
51/2 100-0550 125-0550 150-0550
53/4 100-0575 125-0575 150-0575
6 100-0600 125-0600 150-0600 175-0600 200-0600

61/2 100-0650 125-0650 150-0650 175-0650 200-0650
7 100-0700 125-0700 150-0700 175-0700 200-0700

71/2 100-0750 125-0750 150-0750 175-0750 200-0750
8 100-0800 125-0800 150-0800 175-0800 200-0800 250-0800 300-8000

81/2 100-0850 125-0850 150-0850 175-0850 200-0850 250-0850 300-0850
9 100-0900 125-0900 150-0900 175-0900 200-0900 250-0900 300-0900
10 100-1000 125-1000 150-1000 175-1000 200-1000 250-1000 300-1000
11 100-1100 125-1100 150-1100 175-1100 200-1100 250-1100 300-1100
12 100-1200 125-1200 150-1200 175-1200 200-1200 250-1200 300-1200
13 100-1300 125-1300 150-1300 175-1300 200-1300 250-1300 300-1300
14 100-1400 125-1400 150-1400 175-1400 200-1400 250-1400 300-1400
15 100-1500 125-1500 150-1500 175-1500 200-1500 250-1500 300-1500
16 100-1600 125-1600 150-1600 175-1600 200-1600 250-1600 300-1600
17 100-1700 125-1700 150-1700 175-1700 200-1700 250-1700 300-1700
18 100-1800 125-1800 150-1800 175-1800 200-1800 250-1800 300-1800
20 100-2000 125-2000 150-2000 175-2000 200-2000 250-2000 300-2000
22 125-2200 150-2200 175-2200 200-2200 250-2200 300-2200
24 125-2400 150-2400 175-2400 200-2400 250-2400 300-2400
26 125-2600 150-2600 175-2600 200-2600 250-2600 300-2600

Length Size
Number

Size
Number

Size
Number

Size
Number

Size
Number

Size
Number

Size
Number
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Standard Press Fit Pin 1 inch diameter by 6 inches long = 71-GP-100-0600

Standard Straight Pin 1 inch diameter by 6 inches long = 72-GP-100-0600

Oversized pin 1 inch diameter by 6 inches long = 73-GP-100-0600
        Standard 'O' diameter, P = 1.006 Oversized Press Fit diameter 




